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PRE-GALVANIZED

ELEKTRIK

»» UKN CABLE TRAYS
Pre-galvanized (TS EN 10143)
- H A T  Weight  Order Cable Tray
Description m)  om  m (ko) Code

040 UKN 50 40 50 08 0,697 3110538
040 UKN 100 40 100 0,8 0,955 3110539
040 UKN 200 40 200 1 1,827 3110540
040 UKN 300 40 300 1,2 2962 3110541
040 UKN 400 40 400 1,5 4,656 3110542
040 UKN 500 40 500 1,5 5,620 3110543
040 UKN 600 40 600 1,5 6,585 3110544

060 UKN 50 60 50 0,8 0949 3110545
060 UKN 100 60 100 0,8 1,206 3110546
060 UKN 200 60 200 1 2,145 3110547
060 UKN 300 60 300 1,2 3,340 3110548
060 UKN 400 60 400 15 5127 3110549
060 UKN 500 60 500 1,5 6,090 3110550
060 UKN 600 60 600 1,5 7,056 3110551

Description Order Code
060 UKN 500 - 3110550

L
Height (H) j T —‘7 T —|- | I;I
Tray width (A) ‘ o

Tray Type ‘
A
»» UKN ADDITIONAL PIECE
Pre-galvanized (TS EN 10143)
- H T Weight Order

Description (mm) om)  (ko/po) Code
UKN ADDITIONAL PIECE 40-60 1,5 0,132 3114708
M Please indicate order code in your orders. W UKN cable ducts are compatible with all modules
M Please contact us for special dimensions. and accessories of UKS cable ducts.
B Material weights may vary by = 10% W Standard length is 3000 mm.



PRE-GALVANIZED

ELEKTRIK

»p» UKS CABLE TRAYS
Pre-galvanized (TS EN 10143)
- H A T  Weight  Order Cable Tray
Description oy om) @m  Gem)  Code

040 UKS 50 40 50 0,8 0,784 3006325
040 UKS 50 40 50 1 0,976 3008609
040 UKS 100 40 100 0,8 1,041 3006324
040 UKS 100 40 100 1 1,299 3008608
040 UKS 150 40 150 1 1,619 3008607
040 UKS 200 40 200 1 1,940 3086555
040 UKS 200 40 200 1,2 2,323 3008606
040 UKS 250 40 250 1,2 2,709 3008605
040 UKS 300 40 300 1,2 3,125 3086556
040 UKS 300 40 300 1,5 3,883 3008604
040 UKS 400 40 400 1,5 4,835 3008603

040 UKS400 40 400 2 6438 3086557 2, |
040UKS500 40 500 15 5800 3008602 5
040UKS500 40 500 2 7,712 3086558 B
040UKSG00 40 600 15 6765 3001750

040 UKS600 40 600 2 8998 3086559

060UKS 50 60 50 08 1,035 3006323 . " -t .\
060UKS 50 60 50 1 1,290 3008245

060 UKS 100 60 100 08 1,293 3006322 |
060 UKS 100 60 100 1 1,612 3008244
060 UKS 150 60 150 1 1,933 3008243
060 UKS 200 60 200 1 2,254 3086560
060 UKS 200 60 200 1,2 2,700 3008601

300,0

060UKS250 60 250 12 3,086 3008600 € oo | gmagmm
! -1,0 mm

060 UKS 300 60 300 12 3479 3086561 R VNN
060 UKS300 60 300 1,5 4330 3008599 RS IR
060 UKS 400 60 400 15 5306 3008598 g N

g-) 100,0 S —
06O UKS400 60 400 2 7066 3086562 T ——
060 UKS500 60 500 15 6271 3008597 3

060 UKS 500 60 500 2 8,340 3086563 0,50 1,00 1,50 2,00 2,50 3,00
060 UKS 600 60 600 15 7,236 3001751 SR EERER IS 2 SR L)
060 UKS 600 60 600 2 9,626 3086564

W Load Perm. Weight may change +/- according to the sheet
tolerance and hardness.
Please contact to your customer representative for detailed

information.
Description Order Code Sample Order:
060 UKS 500 - 3008597 Height (H): 60 mm

Tray Width (A): 500 mm
Height (H) Sheet Metal Thickness (T): 1,5 mm

Tray width (A Pre-galvanized (P), Cable Tray

Tray Type

M Please indicate order code in your orders.
M Please contact us for special dimensions. W UKS Ducts can be manufactured as 6000 mm.
B Material weights may vary by = 10% W Standard length is 3000 mm.



PRE-GALVANIZED

ELEKTRIK

»» UKD CABLE TRAY
Pre-galvanized (TS EN 10143)
. Non Perforated
inti H A T Weight Order
Description % N L Gem  Code Cable Tray

040 UKD 050 40 50 08 0,862 3005347
040 UKD 050 40 50 1 1,099 3008258
040 UKD 100 40 100 0,8 1,196 3005346
040 UKD 100 40 100 1 1,491 3008257
040 UKD 150 40 150 1 1,884 3008256
040 UKD 200 40 200 1 2,281 3086565
040 UKD 200 40 200 1,2 2,750 3008255
040 UKD 250 40 250 1,2 3,207 3008254
040 UKD 300 40 300 1,2 3,693 3086566
040 UKD 300 40 300 1,5 4,588 3008253
040 UKD 400 40 400 1,5 5766 3008252

040 UKD 400 40 400 2 7,677 3086567 ‘
040 UKD 500 40 500 1,5 6943 3008251 158
040 UKD 500 40 500 2 9247 3086568 5
040 UKD 600 40 600 1.5 8121 3001752
040 UKD 600 40 600 2 10817 3086569
060UKDOS0 60 50 08 134 3005335 [ -t y
060 UKD 050 60 50 1 1413 3008173
060 UKD 100 60 100 0,8 1448 3005334 | R |
060 UKD 100 60 100 1 1805 3008172 | |
060 UKD 150 60 150 1 2198 3008171
060 UKD 200 60 200 1 2595 3086570

Sample Order:
060 UKD 200 60 200 12 3120 3008250 Height (H): 60 mm
060 UKD 250 60 250 1,2 3574 3008249 Tray Width (A): 500 mm

Sheet Metal Thickness (T): 1,5 mm
060 UKD 300 60 300 1,2 4015 3086571 Pre-galvanized (P),
060 UKD 300 60 300 1,5 5,059 3008248 Non Perforated Cable Tray
060 UKD 400 60 400 15 6237 3008247
060 UKD 400 60 400 2 8305 3086572 Descrpton Order Gode
060 UKD 500 60 500 1,5 7,414 3008246 060 UKD 500 - 3008246
060 UKD 500 60 500 2 9875 3086573
060UKD GO0 60 600 15 8592 3001753 Height ()

Tray Type Tray width (A

060 UKD 600 60 600 2 11,445 3086574

M Please indicate order code in your orders.
M Please contact us for special dimensions.
B Material weights may vary by = 10% W Standard length is 3000 mm.



PRE-GALVANIZED

ELEKTRIK

»» UMK UNIVERSAL CABLE LADDERS
Pre-galvanized (TS EN 10143)

H A T Weight Order

Description (mm)  (mm) (mm) (kg./m.) Code Cable Ladder
060 UMK 100 60 100 0,8 1,141 3006332
060 UMK 200 60 200 1 1,942 3008099
060 UMK 300 60 300 1,2 2970 3008100
060 UMK 400 60 400 1,2 3,519 3008101
W Standard length is 3000 mm.
m UKS cable tray system's modules are suitable for UMK {
cable ladder system. N
ﬁ\
/\
4
\/
I T
H — |-
T [ [ [ ]
A

Sample Order:

Height (H): 60 mm

Tray Width (A): 400 mm

Sheet Metal Thickness (T): 1,2 mm
Pre-galvanized (P), Cable Ladder.

Description Order Code

060 UMK 400 - 3008101

- 3 || -

Tray Type Tray width (A S~

Vil

UMK can be used in all applications, vertical cable mounting,
horizontal and vertical distribution of low current and
telephone and data cables.

Special design of ladder windows prevents cable from being
cutorstripped off.

W Used in raised floors and data centre systems.
M Please indicate order code in your orders.

M Please contact us for special dimensions.

B Material weights may vary by + 10%



PRE-GALVANIZED

ELEKTRIK

»» UKFE CABLE TRAYS
Pre-galvanized (TS EN 10143)

Cable Tray (Formed
Description  H A T Weight Order a )
(mm) (mm) (mm) (kg./m.) Code
40 UKFE 100 40 100 0,7 1,010 3108992
40 UKFE 200 40 200 0,7 1,488 3108993
40 UKFE 300 40 300 0,7 2,031 3108994
60 UKFE 100 60 100 0,7 1,287 3109001
60 UKFE 200 60 200 0,7 1,708 3109002 {
60 UKFE 300 60 300 0,7 2,227 3109003 N
60 UKFE 400 60 400 0,9 3,535 3109004 T
60 UKFE 500 60 500 0,9 4,201 3109005 $/
60 UKFE 600 60 600 0,9 4,876 3109006 \
W Standard length is 3000 mm. -
m UKS cable tray system's modules are suitable for UKF
cable tray system. -
T = H
UKFE - 100 - 200 -300 - 400 - 500 - 600
140,0
E, 1200 o~ A
= 1000
= —— 40 UKFE 100-200-300
2 800 — 60 UKFE 100-200-300 Sample Order:
E. 60,0 e - 60 UKFE 400-500-600 He|ght (H) 60 mm
£ w0 —— Tray Width (A): 500 mm
2 I — Sheet Metal Thickness (T): 0,9 mm
S 0'0 Pre-galvanized (P), Cable Tray
15 2,00 2,50
Span Between Supports (m) Description Order Code
060 UKFE 500 - 3109005
M Load Perm. Weight may change +/- according to the sheet Helaht (H —‘7
tolerance and hardness.
Tray Type Tray width (A)

Please contact to your customer representative for detailed
information.

M Please indicate order code in your orders.
M Please contact us for special dimensions.
B Material weights may vary by = 10%



PRE-GALVANIZED

ELEKTRIK

»» UKS HORIZONTAL ELBOW MODULE (135°)
Pre-galvanized (TS EN 10143)

T H A T Weight Order
Description mm  @m mm kopo) Code

YD 135°

040 UKS 50 YD 135° 40 50 1,2 0,609 3001908
040 UKS 100 YD 135° 40 100 1,2 0,762 3001909
040 UKS 150 YD 135° 40 150 1,2 0,933 3001910
040 UKS 200 YD 135° 40 200 1,2 1,125 3001911
040 UKS 250 YD 135° 40 250 1,2 1,339 3001912
040 UKS 300 YD 135° 40 300 1,2 1,571 3001913
040 UKS 400 YD 135° 40 400 1,2 2,098 3001914 7)(17
040 UKS 500 YD 135° 40 500 1,2 2,705 3001915
040 UKS 600 YD 135° 40 600 1.2 3,393 3001916

060 UKS 50 YD 135° 60 50 1,2 0,776 3001917
060 UKS 100 YD 135° 60 100 1,2 0,937 3001918
060 UKS 150 YD 135° 60 150 1,2 1,117 3001919
060 UKS 200 YD 135° 60 200 1,2 1,316 3001920
060 UKS 250 YD 135° 60 250 1,2 1,539 3001921
060 UKS 300 YD 135° 60 300 1,2 1,779 3001922
060 UKS 400 YD 135° 60 400 1,2 2,322 3001923
060 UKS 500 YD 135° 60 500 1,2 2,945 3001924
060 UKS 600 YD 135° 60 600 1,2 3,649 3001925

Sample Order:

Height (H): 60 mm,

Tray Width (A): 300 mm,

Sheet Metal Thickness (T): 1,2 mm,
Pregalvanized (P),

Horizontal Elbow Module 135°

Description Order Code
060 UKS 300-YD 135° - 3001922

Tray width (A)

Module Type
Tray Type

M Please indicate order code in your orders.
M Please contact us for special modules.
B Material weights may vary by = 10%



PRE-GALVANIZED

ELEKTRIK

»» UKS HORIZONTAL ELBOW MODULE (90°) R=50
Pre-galvanized (TS EN 10143)

- H AB T  Weight Order
Description (mm)  @m) (mm  (gbc  Code

YD 90°

040 UKS 50 YD90° 40 50 1,2 0,518 3008527
040 UKS 100 YD 90° 40 100 1,2 0,708 3008526
040 UKS 150 YD 90° 40 150 1,2 0,947 3008525
040 UKS 200 YD 90° 40 200 1,2 1,235 3008524
040 UKS 250 YD 90° 40 250 1,2 1,571 3008523
040 UKS 300 YD 90° 40 300 1,2 1,956 3008522
040 UKS 400 YD 90° 40 400 1,2 2,873 3008521

040 UKS 500 YD 90° 40 500 1,2 3,985 3008520 N

040 UKS 600 YD 90° 40 600 1.2 5,291 3001754 \1
7

060 UKS 50YD90° 60 50 1,2 0,661 3008210 R

060 UKS 100 YD90° 60 100 1,2 0,870 3008218

060 UKS 150 YD 90° 60 150 1,2 1,129 3008217 A+164

060 UKS 200 YD 90° 60 200 1,2 1,437 3008519 ‘

060 UKS 250 YD 90° 60 250 1,2 1,792 3008518

060 UKS 300 YD 90° 60 300 1,2 2,197 3008517

060 UKS 400 YD 90° 60 400 1,2 3,153 3008516

060 UKS 500 YD 90° 60 500 1,2 4,303 3008515 B+164 10

060 UKS 600 YD 90° 60 600 1,2 5,650 3001755 10 ‘
1 \04»
‘ f

A 1?4 R 50

|
|

Sample Order:

Height (H): 60 mm,

Tray Width (AB): 300 mm,

Sheet Metal Thickness (T): 1,2 mm,
Pregalvanized (P),

Horizontal Elbow Module 90° .

Description Order Code
060 UKS 300-YD %" - 3008517

Height (H) L Module Type
Tray width (A)

Tray Type

M Please indicate order code in your orders.
M Please contact us for special modules.
B Material weights may vary by = 10%



PRE-GALVANIZED

ELEKTRIK

»» UKS "T" MODULE R=50
Pre-galvanized (TS EN 10143)

H ABC T  Weight Order \

Description om  m om) (kglpo) Code

040 UKS 50 YT 40 50 1,2 0,702 3008501
040 UKS 100 YT 40 100 1,2 0,893 3008500
040 UKS 150 YT 40 150 1,2 1,132 3008499
040 UKS 200 YT 40 200 1,2 1,419 3008498
040 UKS 250 YT 40 250 1,2 1,756 3008497
040 UKS 300 YT 40 300 1,2 2,141 3008496
040 UKS 400 YT 40 400 1,2 3,058 3008495
040 UKS 500 YT 40 500 1,2 4,169 3008494
040 UKS 600 YT 40 600 1,2 5,477 3001756

Ay

7
060 UKS 50 YT 60 50 1,2 0,896 3008216 7

060 UKS 100 YT 60 100 1,2 1,096 3008215
060 UKS 150 YT 60 150 1,2 1,344 3008214
060 UKS 200 YT 60 200 1,2 1,642 3008493 ‘
060 UKS 250 YT 60 250 1,2 1,988 3008492
060 UKS 300 YT 60 300 1,2 2383 3008491
060 UKS 400 YT 60 400 1,2 3,319 3008490
060 UKS 500 YT 60 500 1,2 4,451 3008489

10
060 UKS 600 YT 60 600 1,2 5,776 3001757 ‘ \ 10 ;_
¢107 Jﬁ
}

A+328

B+164

Sample Order:

Height (H): 60 mm,

Tray Width (ABC): 400 mm,

Sheet Metal Thickness (T): 1,2 mm,
Pre-galvanized (P),

“T" Module.

Description Order Code
060 UKS 400-YT - 3008490

Tray Ty Tray width (A

M Please indicate order code in your orders.
M Please contact us for special modules.
B Material weights may vary by = 10%




PRE-GALVANIZED

ELEKTRIK

»» UKS "+" CONNECTION MODULE R=50
Pre-galvanized (TS EN 10143)

AD
H ABCD T  Weight  Order

Description om om om (kg/po) Code

040 UKS 50 AD 40 50 1,2 0,880 3008514
040 UKS 100 AD 40 100 1,2 1,070 3008513
040 UKS 150 AD 40 150 1,2 1,309 3008512
040 UKS 200 AD 40 200 1,2 1,597 3008511
040 UKS 250 AD 40 250 1,2 1,933 3008510
040 UKS 300 AD 40 300 1,2 2,319 3008509
040 UKS 400 AD 40 400 1,2 3,235 3008508

¢
040 UKS 500 AD 40 500 1,2 4,347 3008507 \l‘l
040 UKS 600 AD 40 600 1,2 5,654 3001758 \r
7
060 UKS 50 AD 60 50 1,2 1,119 3008213 n
060 UKS 100 AD 60 100 1,2 1,309 3008212
060 UKS 150 AD 60 150 1,2 1,548 3008211 - C+328
060 UKS 200 AD 60 200 1,2 1,835 3008506
060 UKS 250 AD 60 250 1,2 2,172 3008505 c
060 UKS 300 AD 60 300 1,2 2,557 3008504
060 UKS 400 AD 60 400 1,2 3,474 3008503 / \
060 UKS 500 AD 60 500 1,2 4,586 3008502
060 UKS 600 AD 60 600 1,2 5,893 3001759
D B B+328
10 ﬁ
w0
‘104/
R 50 104 -~ A ‘
Sample Order:

Height (H): 60 mm,

Tray Width (ABCD): 200 mm,
Sheet Metal Thickness (T): 1,2 mm,
Pre-galvanized (P),

"+" Connection Module.

Description Order Code
060 UKS 200-AD - 3008506

] | | L s

Tray Type Tray width (A

M Please indicate order code in your orders.
M Please contact us for special modules.
B Material weights may vary by = 10%



PRE-GALVANIZED

ELEKTRIK

»» UKS CONCAVE MODULE (90°) R=50
Pre-galvanized (TS EN 10143)

Description ( nf\m) (me) ‘(’I‘(’:;gi‘} (();::1‘: °
040 UKS 50 ID 50 1,2 0,465 3008488
040 UKS 100 ID 100 1,2 0,537 3008487
040 UKS 150 ID 150 1,2 0,610 3008486
040 UKS 200 ID 200 1,2 0,683 3008485
040 UKS 250 ID 250 1,2 0,755 3008484 ~
040 UKS 300 ID 300 1,2 0,828 3008483 /
040 UKS 400 ID 400 1,2 0973 3008482 -
040 UKS 500 ID 500 1,2 1,118 3008481 . /
040 UKS 600 ID 600 1,2 1,263 3001760
060 UKS 50 ID 50 1,2 0,637 3008205 o0
060 UKS 100 ID 100 1,2 0,724 3008206 \
060 UKS 150 ID 150 1,2 0,812 3008207 - {
= [ 104 040 UKS ID
060 UKS 200 ID 200 1,2 0,899 3008480 -
060 UKS 250 ID 250 1,2 0,987 3008479 200 | s+ Rso
060 UKS 300 ID 300 1,2 1,074 3008478 “ \/ - 104 |
060 UKS 400 ID 400 1,2 1,249 3008477 670 0 0|4
060 UKS 500 ID 500 1,2 1,424 3008476 . K
060 UKS 600 ID 600 1,2 1599 3001761
7xf10
==
—— (104 060 UKS ID
—
220 i

R

220

Sample Order:

Height (H): 60 mm,

Tray Width (AB): 400 mm,

Sheet Metal Thickness (T): 1,2 mm,
Pre-galvanized (P),

Concave Module.

Description Order Code
060 UKS 400-ID - 3008477

] | | L s

Tray Type Tray width (A)

M Please indicate order code in your orders.
M Please contact us for special modules.
B Material weights may vary by = 10%



PRE-GALVANIZED

ELEKTRIK

»» UKS CONVEX MODULE (90°) R=50
Pre-galvanized (TS EN 10143)

AL (nf\m) (me> V(\t;;ggt [():defizr »
040 UKS 50 DD 50 1,2 0,436 3008475
040 UKS 100 DD 100 1,2 0479 3008474
040 UKS 150 DD 150 1,2 0522 3008473
040 UKS 200 DD 200 1,2 0,565 3008472
040 UKS 250 DD 250 1,2 0,608 3008471 ~
040 UKS 300 DD 300 1,2 0,651 3008470 /
040 UKS 400 DD 400 1,2 0,736 3008469 -
040 UKS 500 DD 500 1,2 0,822 3008468 . /
040 UKS 600 DD 600 1,2 0,908 3001762
060 UKS 50 DD 50 1.2 0,594 3008204 ”00
060 UKS 100 DD 100 1,2 0,637 3008209 ‘
060 UKS 150 DD 150 1,2 0,680 3008208 0]0 0 045
060 UKS 200 DD 200 1,2 0,723 3008467 . A e
060 UKS 250 DD 250 1,2 0,765 3008466 RS0 i 200
060 UKS 300 DD 300 1,2 0,808 3008465 040 UKS DD il
060 UKS 400 DD 400 1,2 0,894 3008464 o
060 UKS 500 DD 500 1,2 0,980 3008463 7X‘20
060 UKS 600 DD 600 1,2 1,065 3001763

‘ 220

o000,

L S
——104—
S\ e

R50 S 220
[E—]
060 UKS DD 104 | ==
\
7x‘40
Sample Order:

Height (H): 40 mm,

Tray Width (AB): 300 mm,

Sheet Metal Thickness (T): 1,2 mm,
Pre-galvanized (P),

Convex Module.

Description Order Code
040 UKS 300-DD - 3008470

e T T e

Tray width (A)

Tray Type

M Please indicate order code in your orders.
M Please contact us for special modules.
B Material weights may vary by = 10%



PRE-GALVANIZED

ELEKTRIK

»» UKS ”"T” MIDDLE DESCENT MODULE R=50
Pre-galvanized (TS EN 10143)

- A T  Weight Order 10
Description LR /gc) Code
040 UKS 50 TO 50 1.2 0,675 1004364
040 UKS 100 TO 100 1,2 0,760 1004363
040 UKS 150 TO 150 1,2 0,846 1004362
040 UKS 200 TO 200 12 0932 1004361 <
040 UKS 250 TO 250 1,2 1,017 1004360 \47
040 UKS 300 TO 300 1,2 1,103 1004359 \
040 UKS 400 TO 400 12 1275 1004358 7
040 UKS 500 TO 500 1,2 1,446 1004357
040 UKS 600 TO 600 1,2 1,617 1004174
060 UKS 50 TO 50 12 0,898 1004268 040 UKS TO
060 UKS 100 TO 100 1,2 0984 1004264 +
060 UKS 150 TO 150 1,2 1,070 1004269 0 0 06 0 0 04
060 UKS 200 TO 200 1,2 1,155 1004356 w10 % o _— *
060 UKS 250 TO 250 1,2 1,241 1004355 RS0 ‘i 200
060 UKS 300 TO 300 1,2 1,327 1004354 14| o
060 UKS 400 TO 400 1,2 1,498 1004353 } o
060 UKS 500 TO 500 1,2 1,669 1004352 w50,
060 UKS 600 TO 600 1,2 1,841 1004175
060 UKS TO

0[]

7x40

Sample Order:

Height (H) (H): 60 mm,

Tray Width (A): 500 mm,

Sheet Metal Thickness (T): 1,2 mm,
Pre-galvanized (P),

"T" Middle Descent Module.

Description Order Code
060 UKS 500-TO - 1004352

Height (H) ] LModuleT
Tray Type

Tray width (A)

M Please indicate order code in your orders.
M Please contact us for special modules.
B Material weights may vary by = 10%



PRE-GALVANIZED

ELEKTRIK

»» UKS "T” WALL DESCENT MODULE R=50
Pre-galvanized (TS EN 10143)

TD
A B T  Weight  Order

Description e s Code

040 UKS 50 TD 50 50 1,2 0,646 1004351
040 UKS 100 TD 100 100 1,2 0,881 1004350
040 UKS 150 TD 150 150 1,2 1,116 1004349
040 UKS 200 TD 200 200 1,2 1,351 1004348
040 UKS 250 TD 250 200 1,2 1,437 1004347
040 UKS 300 TD 300 200 1,2 1,523 1004346
040 UKS 400 TD 400 200 1,2 1,694 1004345 d

040 UKS 500 TD 500 200 1,2 1,866 1004344 \/

040 UKS 600 TD 600 200 1,2 2,037 1004176

/\

060UKS 507D 50 50 12 0786 1004252

060UKS100TD 100 100 1.2 1,040 1004266 T 040 L[]’K? TUD
060UKS150TD 150 150 1.2 1294 1004267 | |
060UKS200TD 200 200 12 1548 1004343 BT 7320
060UKS250TD 250 200 12 1,634 1004342
060UKS300TD 300 200 1,2 1720 1004341
060 UKS400TD 400 200 1,2 1,891 1004340 5
060UKS5007TD 500 200 1.2 2,062 1004339 - e
060 UKS600TD 600 200 1,2 2,234 1004177

S
"‘O**

200

060 UKS TD
o1 Dy 171

7x40

B+320 ——

Sample Order:

Height (H) (H): 40 mm,

Tray Width (A): 300 mm,

Sheet Metal Thickness (T): 1,2 mm,
Pre-galvanized (P),

“T" Wall Descent Module.

Description Order Code
040 UKS 300-TD - 1004346

o] | | L e

Tray Type Tray width (A)

M Please indicate order code in your orders.
M Please contact us for special modules.
B Material weights may vary by = 10%



PRE-GALVANIZED

ELEKTRIK

»» UKS LEVEL ADAPTATION MODULE
Pre-galvanized (TS EN 10143)

Level Adaptation Module
H A T Weight Order

Descri p“ e (mm)  (mm) (mm) (kg./set) Code

040 UKS 050 - SDM 40 50 1,2 1,566 3008454
040 UKS 100 - SDM 40 100 1,2 1,845 3008453
040 UKS 150 - SDM 40 150 1,2 2,124 3008452
040 UKS 200 - SDM 40 200 1,2 2403 3008451
040 UKS 250 - SDM 40 250 1,2 2,682 3008450
040 UKS 300 - SDM 40 300 1,2 2961 3008449
040 UKS 400 - SDM 40 400 1,2 3,519 3008448
040 UKS 500 - SDM 40 500 1,2 4,077 3008447 i/
040 UKS 600 - SDM 40 600 1,2 4,635 3001764 /H

060 UKS 050 - SDM 60 50 1,2 2,094 3005831
060 UKS 100 - SDM 60 100 1,2 2373 3008185

Includes:
060 UKS 150 - SOM 60 150 1,2 2652 3008176 e el Adatation Mode
060 UKS 200- SOM 60 200 1,2 2931 3008446 16 Units of M6x12 Bolts,

16 Units of M6 Bolt Nuts and
060 UKS 250 - SDM 60 250 1,2 3,210 3008445 AUnits ol SOE

060 UKS 300 - SDM 60 300 1,2 3,489 3008444
060 UKS 400 - SDM 60 400 1,2 4,047 3008443
060 UKS 500 - SDM 60 500 1,2 4,605 3008442
060 UKS 600 - SDM 60 600 1,2 5,163 3001765

»» UK FLEXIBLE JOINT
Pre-galvanized (TS EN 10143)
Description Ay \Weight g:]dd‘:"

40 FLEXIBLE JOINT (50-100-150-200-250-300) 38 1,2 0,193 3046723

40 FLEXIBLE JOINT (400-500-600) 38 1,2 0,281 3046724
60 FLEXIBLE JOINT (50-100-150-200-250-300) 58 1,2 0,322 3046725
60 FLEXIBLE JOINT (400-500-600) 58 1,2 0,468 3046726 /
\ 120°
»p UKS SEPARATOR

Pre-galvanized (TS EN 10143)

P H T  Weight  Order
Description (m)  @m  Geim)  Code Separator
040 UKS SEPARATOR 38 1,2 0,568 3008456
060 UKS SEPARATOR 58 1,2 0,757 3008455 V
N
<
I I I "'l
7= I =7 I 7° I = N
90 960 900 960 : 90 q’% L=3000 mm
3000
M Please indicate order code in your orders. W Be applied to a maximum angle of 120°.
M Please contact us for special modules. M Material weights may vary by + 10%



PRE-GALVANIZED

ELEKTRIK

»» UKS ADJUSTABLE CONCAVE MODULE
Pre-galvanized (TS EN 10143)

H A T  Weight  Order

Description (mm)  (mm) (mm) (kg/pc) Code

040 UKS 050 ADJ. CONCAVE 40 50 1,2 1,118 3004339

040 UKS 100 ADJ. CONCAVE 40 100 1,2 1,551 3004341 500
040 UKS 150 ADJ. CONCAVE 40 150 1,2 1,984 3004343
040 UKS 200 ADJ. CONCAVE 40 200 1,2 2,418 3004345
040 UKS 250 ADJ. CONCAVE 40 250 1,2 2,851 3004347
040 UKS 300 ADJ. CONCAVE 40 300 1,2 3,284 3004349
040 UKS 400 ADJ. CONCAVE 40 400 1,2 4,133 3004351
040 UKS 500 ADJ. CONCAVE 40 500 1,2 4,999 3004353 S
040 UKS 600 ADJ. CONCAVE 40 600 1,2 5,883 3004355 S
060 UKS 100 ADJ. CONCAVE 60 100 1,2 1,879 3004359
060 UKS 150 ADJ. CONCAVE 60 150 1,2 2,312 3004361
060 UKS 200 ADJ. CONCAVE 60 200 1,2 2,745 3004363

060 UKS 250 ADJ. CONCAVE 60 250 1,2 3,178 3004365 /L
060 UKS 300 ADJ. CONCAVE 60 300 1,2 3,594 3004367 H

060 UKS 400 ADJ. CONCAVE 60 400 1,2 4,460 3004369 <

060 UKS 500 ADJ. CONCAVE 60 500 1,2 5327 3004371 \/
060 UKS 600 ADJ. CONCAVE 60 600 1,2 6,210 3004373

500

|

1
AT
>
00

/




PRE-GALVANIZED

ELEKTRIK

»» UKS REDUCTION — A~
Pre-galvanized (TS EN 10143) ‘

H A T  Weight  Order

Description ) om @m (oo Code

040 UKS 025 RD 40 25 1,2 0,134 3002329
040 UKS 050 RD 40 50 1,2 0,148 3002330
040 UKS 100 RD 40 100 1,2 0,176 3002331
040 UKS 150 RD 40 150 1,2 0,205 3002332
040 UKS 200 RD 40 200 1,2 0,233 3002333
040 UKS 250 RD 40 250 1,2 0,262 3002334
040 UKS 300 RD 40 300 1,2 0,290 3002335

060 UKS 025 RD 60 25 1,2 0178 3002336 Left-hand Reduction
060 UKS 050 RD 60 50 1,2 0,197 3002337
060 UKS 100 RD 60 100 1,2 0,235 3002338
060 UKS 150 RD 60 150 1,2 0,273 3002339
060 UKS 200 RD 60 200 1,2 0,311 3002340
060 UKS 250 RD 60 250 1,2 0,349 3002341
060 UKS 300 RD 60 300 1,2 0,387 3002342

Right-hand Reduction

M Please indicate order code in your orders.
M Please contact us for special modules.
B Material weights may vary by = 10%



PRE-GALVANIZED

ELEKTRIK

»» UKS MIDDLE REDUCTION
Pre-galvanized (TS EN 10143)

H A T  Weight  Order

Description e Code

040 UKS 025 RD 40 25 1,2 0,267 3008462
040 UKS 050 RD 40 50 1,2 0,296 3008461
040 UKS 100 RD 40 100 1,2 0,353 3008460
040 UKS 150 RD 40 150 1,2 0,410 3008118
040 UKS 200 RD 40 200 1,2 0,466 3008119
040 UKS 250 RD 40 250 1,2 0,523 3008111
040 UKS 300 RD 40 300 1,2 0,580 3008105

060 UKS025RD 60 25 1,2 0,356 3008450
060 UKS050RD 60 50 1,2 0,394 3008458
060 UKS100RD 60 100 1,2 0470 3008457 Middle Reduction
060 UKS150RD 60 150 1,2 0,546 3008110
060 UKS200RD 60 200 1,2 0,622 3008103
060 UKS 250 RD 60 250 1,2 0,698 3008104
060 UKS300RD 60 300 1,2 0,774 3008106

+A+| - A~

Sample Order:

Height (H) (H): 40 mm,

Tray Width (A): 100 mm,

Sheet Metal Thickness (T): 1,2 mm,
Type of Coating (P): Pre-galvanized,
Module Type: Reduction Module.

Description Order Code
040 UKS 100 RD - 3008460

I [

Tray Type Tray width (A)

M Please indicate order code in your orders.
M Please contact us for special modules.
B Material weights may vary by = 10%



PRE-GALVANIZED

ELEKTRIK

»» UKS YT HALF “T”
Pre-galvanized (TS EN 10143) YTHALF T
- H A T Weight Order
Description (mm) (mm) (mm) (kg/pc) Code
40 UKS 50 HALF “T” MODULE 40 50 1,2 0,447 3086575 H[
40 UKS 100 HALF “T” MODULE 40 100 1,2 0,485 3086576

40 UKS 150 HALF “T” MODULE 40 150 1,2 0,523 3086577
40 UKS 200 HALF “T” MODULE 40 200 1,2 0,560 3086578
40 UKS 250 HALF “T” MODULE 40 250 1,2 0,598 3086579
40 UKS 300 HALF “T” MODULE 40 300 1,2 0,636 3086580
40 UKS 400 HALF “T” MODULE 40 400 1,2 0,711 3086581
40 UKS 500 HALF “T” MODULE 40 500 1,2 0,786 3086582
40 UKS 600 HALF “T” MODULE 40 600 1,2 0,862 3086583

60 UKS 50 HALF “T” MODULE 60 50 1,2 0,563 3086584
60 UKS 100 HALF “T” MODULE 60 100 1,2 0,577 3086585
60 UKS 150 HALF “T” MODULE 60 150 1,2 0,614 3086586
60 UKS 200 HALF “T” MODULE 60 200 1,2 0,676 3086587
60 UKS 250 HALF “T” MODULE 60 250 1,2 0,713 3086588
60 UKS 300 HALF “T” MODULE 60 300 1,2 0,751 3086589
60 UKS 400 HALF “T” MODULE 60 400 1,2 0,826 3086590
60 UKS 500 HALF “T” MODULE 60 500 1,2 0,878 3086591
60 UKS 600 HALF “T” MODULE 60 600 1,2 0,977 3086592 A

W Please indicate order code in your orders.
W Please contact us for special modules.
B Material weights may vary by + 10%



PRE-GALVANIZED

ELEKTRIK

»» UKS JOINT FITTING 040 UKS Joint Fitting
Pre-galvanized (TS EN 10143)

inti H T  Weight  Order
Description mm @m (ka/po) Code

040 UKS JOINT FITTING 40 1,2 0,110 3008596
060 UKS JOINT FITTING 60 1,2 0,145 3008595

040 UKS Joint fitting mounting; 4 M6x12 Bolt,
040 UKS JOINT FITTING 4 M6 Nut should be used.

1

715 |
O W oo MW | 4

200

060 UKS Joint Fitting

060 UKS JOINT FITTING

7x15\ 60
o ZSAN Q

200

060 UKS Joint fitting mounting; 4 M6x12 Bold,
4 M6 Nut should be used.

P> UKS LEVEL ADAPTATION JOINT SET

Level Adaptation Joint Set
Pre-galvanized (TS EN 10143)
inti H T Weight Order
Description om m (kosen Code
040 UKS - SDE 40 1,2 0,348 3008375
060 UKS - SDE 60 1,2 0,464 3008374
040 UKS - SDE
28 *
40
& 00 0]
160
060 UKS - SDE

Includes: 4 Units of Grade Changing Component,
N U U U r 4 Units of M6x12 Bolts, 4 Units of M6 Bolt Nuts.

S2 0007
160

060 UKS - SDE

M Please indicate order code in your orders.
M Please contact us for special modules.
B Material weights may vary by = 10%




PRE-GALVANIZED

ELEKTRIK

»» UKK TRAY COVER
Pre-galvanized (TS EN 10143)

A T  Weight  Order

e mm (mm Ggm  Code Tray Cover

UKK 50 50 08 0448 3008371

UKK 100 100 08 0,757 3008370

UKK 150 150 1 1,341 3008369

UKK 200 200 1 1,735 3008368

UKK 250 250 1,2 2,556 3008367

UKK 300 300 1,2 3,030 3008366

UKK 400 400 15 4970 3008365 ‘/\

UKK 500 500 1,5 6,154 3008364 -

UKK 600 600 1,5 7,330 3006017 \*

B Standard length is 3000 mm.
M It is recommended to use the m/pc clamps to fix the lids.

»» UKK HORIZONTAL ELBOW MODULE COVER (135°)
Pre-galvanized (TS EN 10143)

A T Weight Order

Description mm m  Ge/m)  Code YD 135°

UKK 050 YD 135° 50 1,2 0,152 3001944
UKK 100 YD 135° 100 1,2 0,279 3001945
UKK 150 YD 135° 150 1,2 0,425 3001946

UKK 200 YD 135° 200 1,2 0,590 3001947 d /’
UKK 250 YD 135° 250 1,2 0,776 3001948 \J/ \Fﬁ
11( =100 —=
100
Ve

UKK 300 YD 135° 300 1,2 0,981 3001949
UKK 400 YD 135° 400 1,2 1,449 3001950
UKK 500 YD 135° 500 1,2 1,996 3001951
UKK 600 YD 135° 600 1,2 2,622 3001952

YD 90°

»» UKK HORIZONTAL ELBOW MODULE COVER (90°) R=60
Pre-galvanized (TS EN 10143)

Description AB T  Weight  Order

(mm) (mm)  (kg/Ad) Code
UKK 50 YD 90° 50 1,2 0,129 3008347 |
UKK 100 YD 90° 100 1,2 0,271 3008346 41 %

UKK 150 YD 90° 150 1,2 0,461 3008345
UKK 200 YD 90° 200 1,2 0,697 3008344
UKK 250 YD 90° 250 1,2 0,981 3008343 ‘
UKK 300 YD 90° 300 1,2 1,313 3008342 )
UKK 400 YD 90° 400 1,2 2,118 3008341 ‘
UKK 500 YD 90° 500 1,2 3,112 3008340 B

A+60

UKK 600 YD 90° 600 1,2 4,295 3001735 B+60

M| Please indicate order code in your orders. F\—
M Please contact us for special modules.
B Material weights may vary by = 10%




PRE-GALVANIZED

ELEKTRIK

»» UKK "T" MODULE COVER R=60 \
Pre-galvanized (TS EN 10143)

Description ABC T  Weight  Order

(mm)  (mm)  (kg/po) Code
UKK 50 YT 50 1,2 0,164 3008355
UKK 100 YT 100 1,2 0,327 3008354
UKK 150 YT 150 1,2 0,538 3008353
UKK 200 YT 200 1,2 0,796 3008352 |
UKK 250 YT 250 1,2 1,101 3008351 41 ?
UKK 300 YT 300 1,2 1,454 3008350
UKK 400 YT 400 1,2 2,301 3008349 ‘ A+120 ‘
UKK 500 YT 500 1,2 3,338 3008348 _
UKK 600 YT 600 1,2 4,564 3001736 ‘ ‘
C B 2
Sample Order: ‘ ‘ &
Description Order Code - —
UKK 500 YT COVER - 3008348 S
I R 60
Tray Type j —‘7 Li A ‘
Tray Width (A) Module type
»p» UKK "+" CONNECTION MODULE COVER R=60 AD
Pre-galvanized (TS EN 10143)
. ABCD T  Weight  Order
Description o om (ke/po) Code
UKK 50 AD 50 1,2 0,199 3008363
UKK 100 AD 100 1,2 0,384 3008362
UKK 150 AD 150 1,2 0,616 3008361
UKK 200 AD 200 1,2 0,895 3008360 L
UKK 250 AD 250 1,2 1,222 3008359 11 (
UKK 300 AD 300 1,2 1,596 3008358
UKK 400 AD 400 1,2 2,486 3008357 C+120
UKK 500 AD 500 1,2 3,565 3008356 c
UKK 600 AD 600 1,2 4,834 3001737 ‘ ‘
Sample Order: T -J k T
Description Order Code 8
UKK 100 AD COVER - 3008362 D B %
Tray Type J L J

Tray Width (A) Module type —/\ f—
R 60

-

M Please indicate order code in your orders.
M Please contact us for special modules.
B Material weights may vary by = 10%



PRE-GALVANIZED

ELEKTRIK

»» UKK CONCAVE MODULE COVER (90°) ID
Pre-galvanized (TS EN 10143)

Description A T  Weight  Order
(mm)  (mm)  (kg/pc) Code S~
UKK 501D 50 1,2 0,063 1004330 v/
UKK 100 ID 100 12 0,105 1004329 /
UKK 150 ID 150 1,2 0,148 1004328 \:11
UKK 200 ID 200 1,2 0,191 1004327
UKK 250 ID 250 1,2 0,234 1004326 Sample Order:
UKK 300 ID 300 1,2 0277 1004325 Descrpton Order Code
UKK 400 ID 400 1,2 0362 1004324 UKK 150 ID COVER - 1004328
UKK 500 ID 500 12 0448 1004323 . 7 7
UKK 600 ID 600 1,2 0534 1004173 oy oo N
»» UKK CONVEX MODULE COVER (90°)
Pre-galvanized (TS EN 10143)
Description RN ((]::)dd':r DD
040 UKK 50 DD 50 12 0,106 1004322
040 UKK 100 DD 100 12 0,179 1004321
040 UKK 150 DD 150 1,2 0251 1004320
040 UKK 200 DD 200 1,2 0324 1004319
040 UKK 250 DD 250 1,2 0,396 1004318
040 UKK 300 DD 300 1,2 0469 1004317 /
040 UKK 400 DD 400 1,2 0614 1004316 -
040 UKK 500 DD 500 1,2 0,759 1004315 /
040 UKK 600 DD 600 1,2 0,904 1004171 ’:/ o
060 UKK 50 DD 50 12 0,128 1004367 Sample Order:
060 UKK 100 DD 100 12 0215 1004366 N e o
060 UKK 150 DD 150 12 0,303 1004284 060 UKK 250D - 1004280

250 1,2 0,477 1004280

060 UKK 200 DD 200 1,2 0,390 1004281 j
060 UKK 250 DD Height (H) Module Type

060 UKK 300 DD 300 1,2 0565 1004332 Tray Type Tray Weight (A)
060 UKK 400 DD 400 1,2 0,740 1004331
060 UKK 500 DD 500 1,2 0915 1004365
060 UKK 600 DD 600 1,2 1,089 1004172

M Please indicate order code in your orders.
M Please contact us for special modules.
B Material weights may vary by = 10%



PRE-GALVANIZED

»» UKK "T* WALL DESCENT MODULE COVER

ELEKTRIK

Pre-galvanized (TS EN 10143) TD
inti A T Weight Order
Description (mm)  (mm)  (kg/pc) Code
UKK 50 TD 50 1,2 0117 3006661 (\
UKK 100 TD 100 1,2 0,261 3006660 47\;
UKK 150 TD 150 1,2 0,453 3006659 i f
UKK 200 TD 200 1,2 0,692 3006658
Sample Order:
UKK 250 TD 250 1,2 0,853 3006657
Description Order Code
UKK 300 TD 300 1,2 1,014 3006656 UKK 150 TD KAPAK - 3006659
UKK 400 TD 400 1,2 1,336 3006655 j — T
UKK 500 TD 500 1,2 1,658 3006654 Tray Type T
UKK 600 TD 600 1,2 1,980 3001732 Tray Width (A) Module type

»» UKK “T" MIDDLE DESCENT MODULE COVER
Pre-galvanized (TS EN 10143)

A T  Weight  Order

Description (mm)  (mm)  (kg/pc) Code
040 UKK 50 TO 50 1,2 0,111 3008339
040 UKK 100 TO 100 1,2 0,196 3008338 10
040 UKK 150 TO 150 12 0,281 3008337
040 UKK 200 TO 200 1,2 0,366 3008336
040 UKK 250 TO 250 1,2 0,452 3008335 /‘\
040 UKK 300 TO 300 1,2 0537 3008334 ‘7\¢
040 UKK 400 TO 400 1,2 0,707 3008333 | f
040 UKK 500 TO 500 1,2 0,878 3008332
040 UKK 600 TO 600 12 1048 3001733 Sample Order:
060 UKK 50 TO 50 1,2 0,123 3005356 Description Order Code

060 UKK 100 TO 100 1,2 0,218 3005355 010 DRI 400°TD - 3008333
060 UKK 150 TO 150 1,2 0,312 3005354 Height (H) j TT LModulet

060 UKK 200 TO 200 1,2 0,407 3005353 Tray Type

Tray Width (A)
060 UKK 250 TO 250 1,2 0,502 3005352
060 UKK 300 TO 300 1,2 0,596 3005351
060 UKK 400 TO 400 1,2 0,786 3005350
060 UKK 500 TO 500 1,2 0,975 3005349
060 UKK 600 TO 600 1,2 1,165 3001734
»» UK CABLE TRAY COVER CLAMPS UKK UKK
Cover Cover
Description ‘?i'g’;ggt ([):dee; Clamp Clamp
(inward) (outward)
UKK 040 COVER CLAMP (INWARD) 0,005 1004287
UKK 060 COVER CLAMP (INWARD) 0,007 1004286 (Alkaline Lacquer coated) (Alkaline Lacquer coated)

e —

UKK 040 COVER CLAMP (OUTWARD) 0,010 1004254 L ,
<I
UKK 060 COVER CLAMP (OUTWARD) 0,015 1004253

W Inward clamp is suitable for perforated trays only.
B Recommended spacing for inward and outward clamps is 2 metres.



PRE-GALVANIZED

ELEKTRIK

»» UKS END COVER
Pre-galvanized (TS EN 10143) l
- . ord
Description ( nf\m) (me) V({g:ggt c:) deer |~|\

7

40 UKS 050 END COVER 50 1,2 0,136 3030373
40 UKS 100 END COVER 100 1,2 0,166 3030374
40 UKS 150 END COVER 150 1,2 0,195 3030375
40 UKS 200 END COVER 200 1,2 0,225 3030376
40 UKS 250 END COVER 250 1,2 0,255 3030377
40 UKS 300 END COVER 300 1,2 0,285 3030378
40 UKS 400 END COVER 400 1,2 0,344 3030379
40 UKS 500 END COVER 500 1,2 0,403 3030380
40 UKS 600 END COVER 600 1,2 0,463 3030381

A
60 UKS 050 END COVER 50 1,2 0,178 3030382
60 UKS 100 END COVER 100 1,2 0,218 3030383
60 UKS 150 END COVER 150 1,2 0,257 3030384
60 UKS 200 END COVER 200 1,2 0,296 3030385
60 UKS 250 END COVER 250 1,2 0,335 3030386
60 UKS 300 END COVER 300 1,2 0,374 3030387 Sample Order
60 UKS 400 END COVER 400 1,2 0,452 3030388 Description Order Code
60 UKS 500 END COVER 500 1,2 0,530 3030389 040 UKS 400 - 3030379
60 UKS 600 END COVER 600 1,2 0,609 3030390 T
Height (H)
Tray Type Tray Width (A
»» UKS EXPANSION SET
Pre-galvanized (TS EN 10143)
inti H T Weight Order
s (mm)  (mm)  (kg/set) Code
40 UKS EXPANSION SET 40 2 0,516 3006610
60 UKS EXPANSION SET 60 2 0,656 3006611
:‘1 1‘*

2o 225 |

M The Expansion set allows for 35 mm expansion
M In an expansion set. 2 pieces of expansion attachment, and 8 pieces of special bolts and nuts are used.



PRE-GALVANIZED

ELEKTRIK

»» SUPPORT ACCESSORIES
Pre-galvanized (TS EN 10143)

T  Weight  Order

Description (mm)  (ka/pc) Code

Universal Joint 1 1,5 0,198 3006644
Universal Joint 2 15 0,209 3006643

Suspension with
threaded rod

Universal Joint 1

Universal Joint 2

Ground or Wall mounting
application with dowel

M Please indicate order code in your orders.
M Please contact us for special modules.
B Material weights may vary by = 10%
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